CONTRACT NO, 68355

The butt joints poy item includes the sow cut & temporary ramp. Payment for the Butt Joint
applles whether or not the project features Hot Mix Aspholt Removal (Cold Milling.

1. Include District Special Provision for Butt Joints & for Hot Mix Asphalt Removal {(Coid Milling).

DESIGNER NOTES:
2.

F.AP TOTAL | SHEET |
RTE. SECTION COUNTY SHEETS| NO.

318 |IRS-1, 2RS-2,|
F—-  3RS-3; | MARSHALL | 28 | 25
645 | (106)RS-5
FED. ROAD DIST. 0. [ILLINOIS| FED. AID_PROJECT
Pay limits for BUTT JOINT Pay limits for HOT MIX ASPHALT SURFACE REMOVAL
Length : See table A, Special Note @ {Cold Milling)

1%/2 (38) Hot mix asphalt surf. cse.
12 (38) deep /2 P

—Prop. overigy thickness : see plans
Saw cut (typ.)

Permanent taper see table A,
Special Note (2)

W/fZF/LT/_ZZZ/[/_/X\JK\

Prop. hot mix asphalt surf. removal
| (coid milling) see plans

/

ExIst. overlay (typ.)

TABLE A
(LENGTHS AND TAPER RATES)

; _—\\\ SPECIAL NOTE ELEMENT MAINLINE INTERSTATES & ALL
" - NUMBER 4-LANE EXPRESSWAYS OTHERS
— T e e e e e s e e e — — - - T T T T T T T ® LENGTH OF 60°(18.0 m) 309.0 m)
Removal limits BUTT JOINT
Exist. pav’'t. or Leveling binder and/or binder cse. @ PERMANENT 1:480 1:240
base cse. (typJ when applicable (see plons) TAPER RATE
— e e e e e e e e e e e e e [©) TEMPORARY RAMP 1:80 1:40
TAPER RATE |
@ TEMPORARY 103.0 m) 541.5 m)
RAMP LENGTH
® LENGTH OF , ,
CASE 1 : WITH HOT MIX ASPHALT SURFACE REMOVAL (COLD MILLING) BT JOINT 1013.0 m) 103.0 m

GENERAL NOTES

1. The work shgll be done in accordance with Article 406.08
and the Special Provision for Butt Joints.

2. The pavement surface +o be removed may be either
bituminous or P.C. concrete, The work shall be performed
in goccordance with Article 440.04 and the Special
Provisions for Butt Joints.

3. The saw cut Joints shall be primed just prior to the
placing of bituminous material, The work will be In
accordance with the applicable portions of Article 406,05.

Prop. overlay thickness : see plans
Pay limits for BUTT JOINT

Length : See table A, Special Note @

1Y% (38) deep 1Y, (38) Hot+ mix asphalt

Saw cut (typ.) surf. cse. (typ.)
Permanent taper see table A,
Special Note @

o r—— S0

Exist. overlay {typ.
““““““ Xj 7_%//4‘"_/"_/77_. oA e O e e TTTTT

\Removcl mits : Leveling binder and/or binder cse.

Exist. pav't. or when opplicabie (see plans)
Lbcse cse. (typ.) . Al dimenslons are In Inches (milimeters)
unless otherwise noted.
ILLINOIS DEPARTMENT OF TRANSPOHRTATION
/ SETE SEVSION =1 OISTRICT CADD STANDARD
CASE 2 : NO HOT MIX ASHALT SURFACE REMOVAL (COLD MILLING) © [iaeer ggwgfmcl—gskﬁ“ii‘l. NEW T.5.
g } : 4-1-9T1 C ECTION TO DEPTH LA,
[8-15-05 RéUIHSEQ DESIGNER ug;gl M'J.afl\.x. BUTT JOINTS
16~16-06 | REVISED TO 2607 SPEC. MA_ICADD STD NO. 406101-D4 SHEET 1 OF 3
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